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LED SERIESLED SERIESLED SERIESLED SERIES    

LED PANEL 50x50 CM® 
  

 

 

LED PANEL 50x50 model LP-LR-50*50-120V/240V uses LED color changing technique with only red, 
green and blue single color LEDs as the light source while applying advanced micro-electronics and 
digital technology encased in a high quality housing to produce a highly dependable product with great 
physical appeal. And also enables to enrich colors, to have color changing, color fading and color 
flashing features without drawbacks of high expense and high energy consumption of conventional 
color lighting, which can all be widely used for decorations for both indoor and outdoor architectural 
applications, for example, in shopping malls, clubs, bars, halls, and so on.  
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PRINCIPLE 

LED PANEL 50X50 uses LED as light source, which emits a beam of light at a certain beam angle to the 
inner surface of the PMMA cover. Light emitted will reflect and refract to give off a color-mixed light 
through the cover. The face of a LED PANEL is divided into 4 lighting parts. Rotary light effect can be 
achieved by controlling the lighting effect of each part. Controlled by a remote controller, or 
preprogram in master/slave function or DMX console, the LED PANEL 50x50 can produce soft, 
colorfully magical visual effect.  

 

  

Functions  

Fixed single color display in red, green, yellow, 
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color: blue, purple white and so on. 

Color 
change: 

seven color change, Seven Color flash, 
Seven Color fade, Color changing (more 
than 1pc LED PANEL) 

  

TECHNICAL PARAMETERS: 

LED: 112 PCS (R 40, G 36, B 36) 

Luminous Flux: 42.6 LM 

Working 
temperature: 

-20°C to +45°C 

Working moisture: 0-95% 

CONTROL MODE   

Single control: 
SRC-SSLIM-500*500-REMOTE 
Remoter 

External 
Controller: 

DMX 512 controller or stand-
alone mode 

Input signal 
connecting end: 

Eight-pin crystal net connector 

Output signal 
connecting end: 

Eight-pin crystal net connector 

  

Electrical Specifications  

Input 
Voltage: 

AC100-240V 

Working 
voltage: 

DC12V 

Working 
current: 

0.8A 

MAX 
Power: 

9.6W 

  

Product Specifications  

Material of 
Cover: 

milky PC (aluminum frame is 
oxygenation) 

Material of 
Socket: 

Black ABS (nonflammable) 

Structure 
Dimensions: 

L500xW500xH37mm 

Net Weight: 4.8kg 

  

DUE TO CONTINUOUS IMPROVEMENTS, SPECIFICATIONS MAY CHANGE WITHOUT PRIOR NOTICE.  

 


